
the new Rinnai LS Series tankless 
Water Heaters

Endless Hot Water Never Looked So Good

Whole-House and commercial Tankless Water Heating Solutions

Voted #1 
Builder Magazine’s 

“Most Popular Products” 
Three Years 
In A Row

NEW!







commercial
commercial applications

Commercial Applications
•	 Restaurants
•	 Car Washes, Laundromats
•	 Schools, Colleges and Universities
•	 Public Facilities and Event Venues
•	 Hotels and Motels
•	 Nursing Homes
•	 Salons and Spas
•	 Industrial Facilities

Commercial Quality at Your Fingertips

Both commercial and residential customers benefit from the 
innovative new heat exchanger design of the LS Series. To achieve 
this level of performance, Rinnai engineers used finite element 

analysis simulation to maximize thermal transfer and minimize thermal 
stresses. Rigorous high-temperature reliability testing confirmed the design. 
And now Rinnai delivers to you the most reliable, durable tankless water 
heater in our history.

This dual-use heat exchanger provides commercial customers a benefit 
unique to Rinnai: the ability to access a commercial-grade water heater at 
any of our over 2,000 distribution outlets. So, when emergencies occur and 
replacement units are needed immediately, you’ll no longer need to wait 
for a commercial unit. 

Additional Commercial Features and Benefits:

•	 Variety of digital controllers allows precise control and monitoring.

• 	 Available wireless controller (MC-502RC-1M/S) provides control 
from a central location, even on retrofits.

• 	 Multi-unit options: the EZConnect™* cable (for 2 units) or MSA 
control boards (for 3 or more units**) allow units to be used in 
combination and in rotation, to avoid wearing out the first unit in a 
manifolded series.

• 	 Exterior units can be mounted on outside walls or on rooftops with 
no additional protection or venting.

• 	 Rinnai’s concentric venting system means zero clearance, sealed 
combustion, and single wall or roof penetration for maximum safety 
and installation simplicity.

* EZConnect feature is not available for the R63LSe. 
** For each group of five units one MSA-M and three MSA-S control boards are required.

R98LSi



MC-502RC 
Wireless Controller

MC-100V-1-S Deluxe 
Digital Controller 

BC-100V-1US-S Bath-Fill 
Digital Controller 

MC-91-1-S Standard 
Digital Controller

More Than 30 Million Installations Worldwide Make Rinnai #1!

At Rinnai, we’ve sold more tankless water heaters worldwide than anyone else. Our complete 
commitment to safety, quality and the environment has also made us #1 in the U.S. market.

Tomorrow’s Innovation Today

As the leading manufacturer of gas heating products worldwide, Rinnai continues
innovating to ensure a greener environment. Rinnai’s superior heating and hot 
water technologies deliver greater efficiency and reliability, so everyone benefits – 
with environmental preservation and energy conservation that results in a better 
planet for us all. 

INTERIOR ROOF OR WALL VENTING 
The Rinnai can be vented vertically or horizontally.

CUSTOM INSTALLATIONS to match the outside appearance of the home 
or to blend in with the interior (shown with optional pipe cover).

 

EXTERIOR 
WALL-
MOUNT 
installations 
require no 
additional 
venting 
accessories.

Accessories

Rinnai’s line of digital controllers allows you to set water temperature 
precisely for multiple locations in your home, analyze and troubleshoot 
the water heater, and even automatically fill your bath to a pre-set 
temperature and volume. An available wireless controller is perfect for 
retrofits where pulling a wire through the wall is impractical. (Note: the 
MC-91 controller comes standard with all LS units.)

Flexible Installation

Choosing a mounting location depends on your taste, your home or 
building, and your location. Install your Rinnai tankless water heater 
inside, outside, in a garage or laundry room or virtually anywhere else.

For interior installation, Rinnai units use a concentric venting system –  
a single vent assembly featuring an inner, metal vent for exhaust gases 
and an outer PVC or metal tube for bringing combustion air from 
outdoors. The result: a direct-vent, sealed-combustion system that offers 
optimum safety, performance and ease of installation.

Exterior units can be installed in a recessed enclosure, flush with the 
outer wall, then painted or textured to match your home’s panel or 
brick siding.

And if you need more than one unit for your larger home, spa or body 
spray shower, Rinnai’s EZConnect™ feature allows you to link two units 
with a simple cord. For even larger applications, your installer can place 
multiple units in parallel.

endless options

Other benefits include:
•	Integrated Condensate 
	 Collector: ensures 
condensation doesn’t drain 
back into unit, and reduces 
cost of venting.

• High-Altitude Operation: 
all LS units can be adjusted 
for use up to 10,000 ft.

flexibility + control
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Rinnai Corporation
103 International Drive

Peachtree City, GA 30269

Toll Free 1-866-RINNAI-1
Phone: 678-829-1700 • Fax: 678-364-8643

Visit our Websites www.rinnai.us • www.foreverhotwater.com
E-mail: marketing@rinnai.us

Rinnai Green Advantages intelligent fireplaces
direct-vent 

ductless heaters

Rinnai is continually updating and improving products; therefore, specifications are subject to change without 
prior notice. Local, state, provincial and federal codes must be adhered to prior to and upon installation.
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Tankless Water Heater - Maximum Flow Curves
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*To achieve temperatures over 140˚F, an MCC-91 commercial controller must be purchased separately.  
**R98LS models have a BTU input of 200,000 or more and are therefore not subject to the EF test.  R98LS models will be available in April 2008.
 †EZConnect not available with the R63LSe.

HOT WATER FLOW CHART
MODEL NO. R98-LSi/e R94-LSi/e R75-LSi/e R63-LSe R50-LSi

Temperature 
Rise (°F)

Gallons per 
minute

Gallons per 
minute

Gallons per 
minute

Gallons per 
minute

Gallons per 
minute

140 2.8 2.4 2.1 1.8 1.8
135 2.9 2.5 2.2 1.8 1.9
130 3.0 2.6 2.3 1.9 1.9
125 3.2 2.7 2.4 2.0 2.0
120 3.3 2.8 2.5 2.1 2.1
115 3.4 2.9 2.6 2.2 2.2
110 3.6 3.0 2.7 2.3 2.3
105 3.8 3.2 2.9 2.4 2.4
100 4.0 3.3 3.0 2.5 2.5
95 4.2 3.5 3.2 2.6 2.7
90 4.4 3.7 3.3 2.8 2.8
85 4.7 3.9 3.5 2.9 3.0
80 4.9 4.2 3.8 3.1 3.2
75 5.3 4.4 4.0 3.3 3.4
70 5.7 4.7 4.3 3.6 3.6
65 6.1 5.1 4.6 3.8 3.9
60 6.6 5.5 5.0 4.2 4.2
55 7.2 6.0 5.5 4.5 4.6
50 7.9 6.6 6.0 5.0 5.0
45 8.8 7.4 6.7 5.5 5.0
40 9.8 8.3 7.5 6.2 5.0
35 9.8 9.4 7.5 6.3 5.0
30 9.8 9.4 7.5 6.3 5.0
25 9.8 9.4 7.5 6.3 5.0
20 9.8 9.4 7.5 6.3 5.0

	

Interior Residential/Commercial Models 

Models available in Natural Gas or Propane Units R50LSi R75LSi R94LSi 
R98LSi/
R98LSi ASME**

Dimensions 14” W x 26” H x 10“ D 14” W x 26” H x 10“ D 14” W x 26” H x 10“ D 19” W x 25” H x 9“ D
Weight 50 lbs 50 lbs 50 lbs 55 lbs
Maximum/Minimum Gas Rate (Input BTU’s) 150,000 /15,000 180,000 /15,000 199,000/15,000 (NG) 

190,000/15,000 (LP)
237,000 /19,000

Hot Water Capacity Range 0.6 to 5.0 GPM 0.6 to 7.5 GPM 0.6 to 9.4 GPM 0.6 to 9.8 GPM
Energy Factor (NG and LP) .82 .82 .82 NA
Temperature Range (Min - Max) 

Residential
Commercial*

98° F - 140° F
98° F - 160° F

98° F - 140° F
98° F - 160° F

98° F - 140° F
98° F - 185° F

98° F - 140° F
98° F - 185° F

Standard Digital Controller MC-91-1 MC-91-1 MC-91-1 MC-91-1

Exterior Residential/Commercial Models

Models available in Natural Gas or Propane Units R63LSe† R75LSe R94LSe
R98LSe/
R98LSe ASME**

Dimensions 14” W x 23” H x 8“ D 14” W x 25” H x 10“ D 14” W x 25” H x 10“ D 19” W x 25” H x 9“ D
Weight 36 lbs 46 lbs 46 lbs 55 lbs
Maximum/Minimum Gas Rate (Input BTU’s) 150,000 /19,000 180,000 /15,000 199,000 /15,000 (NG) 

190,000 /15,000 (LP) 
237,000 /19,000

Hot Water Capacity Range 0.6 to 6.3 GPM 0.6 to 7.5 GPM 0.6 to 9.4 GPM 0.6 to 9.8 GPM
Energy Factor (NG and LP) .81 .82 . 82 NA
Temperature Range (Min - Max) 

Residential
Commercial*

98° F - 140° F
98° F - 160° F

98° F - 140° F
98° F - 160° F

98° F - 140° F
98° F - 185° F

98° F - 140° F
98° F - 185° F

Standard Digital Controller MC-91-1 MC-91-1 MC-91-1 MC-91-1


